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THIS CHAPTER DESCRIBES HOW TO INSTALL THE SOFTWARE AND THE INTERFACE DRIVERS  

ON WINDOWS AND MACINTOSH COMPUTER SYSTEMS. 

 

 

 

SYSTEM REQUIREMENTS 

 

WINDOWS 

Windows 98, ME, 2000, XP, Vista 32/64, Seven 

1 Ghz CPU 

512 MB RAM 

150 MB free disk space 

1 CD Rom drive 

1 or more USB 2.0 port 

Video 1024 x 768 screen definition or higher 

MACINTOSH 

MacOSX 10.4 (Tiger) or greater 

1 GHz CPU (Intel) 

512 MB RAM 

150 MB free disk space 

1 CD Rom drive 

1 or more USB 2.0 port 

Video 1024 x 768 screen definition or higher 
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INSTALLING AND UPDATING THE SOFTWARE FOR WINDOWS 

 

Before to install the software, close all running applications, disable virus protection, and ensure your computer has 

enough memory and free disk space.  

 

� Insert the software’s�CD�into�the�CD-ROM drive. The installer should launch and the installation will appear. 

If the Installer does not appear, browse and find the setup file in the CD-ROM. 

� Click Install Software to proceed with the installation. 

� Choose the setup language. 

� Click OK then click NEXT to proceed with the installation. 

� After reading the license agreement, select “I�Accept�the Agreement” and click Next. 

� After reading the Software Information, click Next. 

� When the install destination location window appears, accept the default location: “c:\Program Files\...”� or 

click “Browse” to specify another one. After selecting the folder location, click Next. 

� When the Select Start Menu Folder window appears, accept the default location or click “Browse” to make 

your own selection. After selecting the Folder Name, click Next. 

� When the Select Additional Task window appears, accept the default setting or deselect the task that you 

don't want then click Next. 

� Review the Pre-Installation Summary information and click Install. 

� The installation will begin. You can cancel at any time during the installation. 

� The Install Complete screen will appear once the installation is finished. Click Done or OK to quit the installer. 

 

If you have already installed the interface drivers, you are ready to run the software and begin creating light shows. If 

not, proceed to Installing interface Driver for Windows. 

 

TO UPDATE THE SOFTWARE: 

 

You can proceed with a new installation. It will update the old files automatically. But we advise you to uninstall the 

previous software version before. Don't forget to save all the important files in a backup before, then proceed to the 

de-installation that is available in the Windows start menu of the software. 
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INSTALLING AND UPDATING THE DMX DEVICE DRIVER FOR WINDOWS 

 

THE FOLLOWING INSTRUCTIONS WILL GUIDE YOU TO INSTALL THE DMX DEVICE DRIVER. 

DRIVER INSTALLATION MAY BE DIFFERENT DEPENDING OF THE PC OPERATING SYSTEM. 

THEREFORE YOU COULD GET SOME DIFFERENCES IN YOUR INSTALLATION PROCESS. 

Follow the instructions to install the drivers for your interface. 

NOTE: 

Do not click Cancel or Skip at any time during the installation. 

Doing so will prevent your driver from being properly installed on your computer. 

 

� Insert the software CD into the CD-ROM drive or download the driver form the internet. 

� If you have already installed the software (recommended), you can find a Driver folder in the software installa-

tion directory. We strongly recommend using this folder as the default file for the Windows Wizard installa-

tion. 

� After you attach the interface to your computer, Windows will detect new hardware and launch the New Hard-

ware Wizard. 

� Select the recommended option to have wizard search for and install the best driver for your device and click 

Next. 

� Windows will search for the driver software. Select CD-ROM Drive or the folder which contains the driver (se-

lect the Driver folder in the installation directory) if prompted and click Next. 

� When Windows has completed the driver installation, click Finish. 

 

NOTE: 

Windows XP will prompt you to select the best match from a list of drivers. After selecting the driver and click-

ing next, you will receive a warning that the drivers are not signed. Click continue anyway. 

Refer to the Update Driver procedure to install the Driver on Windows Seven because Seven install automati-

cally signed drivers only. 

There is a chance that Windows may ask you to install the driver a second time, if so, the New Hardware Wiz-

ard then guides you through the installation of the DMX Interface drivers following the steps above. 

You must install the driver for each new USB port of your computer, when your hardware is attached to a new 

USB connector of your computer. 
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TO UPDATE THE DRIVER : 

 

When a new driver version is available, you may choose to update the windows driver. 

� Open the Device Manager of Windows and select you hardware device (CQ DMX512 Device for example). 

� Right click on the device and select Update Driver. 

� Select Browse My Computer for driver Software. 

� Select Let Me Pick From A List Of Device Drivers On My Computer. 

� Select the folder that contains or where you would like to put the new driver and click Next. 
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